Mode-AL | Monitor Stacks

Using our unique Modular System, we can manufacture a monitor stack to suit your exact requirements with the
added advantage that the stack can be modified or extended at a future date with little or no disruption to the
existing installation.

We have found that each of our clients have very different requirements for our stacks so we offer a free design
service with detailed 2D drawings and rendered 3D images of the proposed stack with each quotation.

We can offer a complete service with regard to equipment desks, cabinets etc either by working with your
nominated console manufacturer or we can work with our own cabinet makers to provide the solution to your
installation.

All monitor stacks are made from extruded aluminium and are anodised either natural (silver) or black as
standard. If you require other colour options, please refer to our website or contact us for information.

All wiring is contained within the uprights and horizontally within cable trays, giving the monitor stack clean lines
and allowing for easy maintenance.

For any further information that you require, please contact us using the details below.
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http://www.mode-al.com
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Monitor Stack Examples

. VESA Mount 200 x 200 & Clarity (fixed or tilt)

. VESA Mount 100 x 100 (fixed or bank tilt)

. Universal Mount for all Plasma and LCDs

. Cross Beam (max span 3.2m)

. Tie Backs for stabilising tall stacks

. Cable access holes positioned as required

. Extruded uprights (max height 6.0m)

. Speaker shelves (other speaker mounts available)
. Removable end covers for ease of wiring

. Bezel for masking holes in raise flooring

. Under floor shoe

. Cable trays from 50mm to 150mm

. Standard foot 700mm wide

. Intermediate cover sections (removable)

. UMD Bank mounting

. Stacks can be angled for a curved appearance
. UMDs for individual screens



